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Display Specs

43 4K

350cd / m2

178’

0C to 40C

1100:1

6ms

20-85%

3840x2160 UHD

80W

400 x 200mm

42.51”

350cd / m2

178’

0C to 40C

1200:1

6ms

20-85%

3840x2160 UHD

140W

400 x 400mm

54.64”

55 4K 65 4K

350cd / m2

178’

0C to 40C

1300:1

6ms

20-85%

3840x2160 UHD

170W

600 x 400mm

64.53”

5W X 2 5W X 2 8W X 2

1 x HDMI 2.0 in (CEC), 1 x VGA 
in, 1 x USB 2.0 in, 1 x Line in, 1 x 
Line out, 1 x RS232 in, 1 x RS232 

out

1 x HDMI 2.0 in, 1 x VGA in,  
1 x USB 2.0 in, 1 x Line in,  
1 x Line out, 1 x RS232 in,  

1 x RS232 out

2 x HDMI 2.0 in (1 with CEC), 1 
x Display port in, 1 x VGA in, 1 x 
DVI-D in, 1 x DVI-D out, 1 x OPS 
slot, 1 x USB 2.0 in, 1 x Line in, 
1 x Line out, 1 x RS232 in, 1 x 

RS232 out

969.9(W)X 558.3(H)
X 84.8(D)mm

1070(W) x 663(H) x
153(D)mm

9kg

12.2kg

1243.2(W) x 714(H)
x 69.6(D)mm

1364(W) x 824(H) x
154(D)mm

15kg

18.6kg

1467.7(W)X 851.7(H)
X 79.8(D)mm

1660(W) x 1045(H) x
245(D)mm

28.5kg

40kg

43” 55” 65”

MODELS

Brightness (nits)

Viewing Angle

Operating Temp

Speakers

Connectivity

Contrast Ratio

Response Time

Warranty

Operating Humidity

Resolution

Consumption Typ.

Power

VESA

Display Area

Packed Dims

Screen Dims

Packed Weight

Screen Weight

Accessories

5 Year Onsite 5 Year Onsite 5 Year Onsite

AC 100 to 240V, 50/60Hz AC 100 to 240V, 50/60Hz AC 100 to 240V, 50/60Hz

Remote control (w/ batteries), 
power cord & wall bracket

Remote control (w/ batteries), 
power cord & wall bracket

Remote control (w/ batteries), 
power cord & wall bracket

4K 4K

CBD43 CBD55 CBD65

N/A N/A N/AAndroid

SKU

4K

450cd / m2

178’

0C to 40C

1200:1

8ms

20-85%

3840x2160 UHD

400W

600 x 400mm

74.52”

75 4K

15W X 2

1 x HDMI 1.4 in, 2 x HDMI 2.0 in (1 
with CEC), 1 x HDMI out, 1 x Display 
Port in, 1 x DVI-D in, 1 x LAN in, 1 x 
VGA in, 1 x Line in, 1 x Component 
in, 1 x AV in, 1xAV out, 1 x S/PDIF 

out, 1 x OPS slot, 1 x USB 2.0 in, 1 x 
Earphone, out, 1 x RS232 in, 1 x Wifi

1714.2(W) x 992.4(H)
x 97.2(D)mm

1880(W) x 1125(H) x
245(D)mm

41kg

53kg

75”

5 Year Onsite

AC 100 to 240V, 50/60Hz

Remote control (w/ batteries), 
power cord & wall bracket

CBD75A5

Android 5.0,  
2GB RAM, 8GB Storage 

4K
86 4K

400cd / m2

178’

0C to 40C

1200:1

8ms

20-85%

3840x2160 UHD

440W

700 x 400mm

85.60”

15W X 2

1962(W)X 1133(H)
X 102.6(D)mm

2125(W) x 1275(H) x
275(D)mm

57kg

77kg

86”

5 Year Onsite

AC 100 to 240V, 50/60Hz

1 x HDMI 1.4 in, 2 x HDMI 2.0 in (1 
with CEC), 1 x HDMI out, 1 x Display 
Port in, 1 x DVI-D in, 1 x LAN in, 1 x 
VGA in, 1 x Line in, 1 x Component 
in, 1 x AV in, 1xAV out, 1 x S/PDIF 

out, 1 x OPS slot, 1 x USB 2.0 in, 1 x 
Earphone, out, 1 x RS232 in, 1 x Wifi

Remote control (w/ batteries), 
power cord & wall bracket

CBD86A5

Android 5.0,  
2GB RAM, 8GB Storage 

4K

500cd / m2

178’

0C to 40C

1300:1

5ms

20-85%

3840x2160 UHD

550W

800 x 600mm

97.52”

98 4K

15W X 2

2198.8(W) x 1253.8(H)
x 109.5(D)mm

2525(W) x 1750(H) x
435(D)mm

106kg

157kg

98”

5 Year Onsite

AC 100 to 240V, 50/60Hz

1 x HDMI 1.4 in, 2 x HDMI 2.0 in (1 
with CEC), 1 x HDMI out, 1 x Display 
Port in, 1 x DVI-D in, 1 x LAN in, 1 x 
VGA in, 1 x Line in, 1 x Component 
in, 1 x AV in, 1xAV out, 1 x S/PDIF 

out, 1 x OPS slot, 1 x USB 2.0 in, 1 x 
Earphone, out, 1 x RS232 in, 1 x Wifi

Remote control (w/ batteries), 
power cord & wall bracket

CBD98A5

Android 5.0,  
2GB RAM, 8GB Storage 

4K


