
ScreenBeam Specs

Video H.264 compression. Supports 
up to full 1080p30 resolution

A/V Interface HDMI, Type-A male 
connector

Wireless IEEE 802.11 a/b/g/n Dual-
band 2.4 & 5GHz, 2×2 internal 

antenna. Security: WPA2, 
WPS pin pairing, AES 128-bit

Content Protection

Power

HDCP 2.x for HDMI

Power Input: 5V / 1A
Power Consumption: < 4W

Dimensions 3.86 x 1.18 x 0.47 inch 
 (98.04 x 29.97 x 11.93 mm)

Certification Wi-Fi Miracast™, Intel® WiDi

SKU CBSBMINI2

*All information and specs contained on this document are correct at time of publication

HDMI Out x 1, VGA Out x 1, 
VGA In x 1,  (Pass-through), 

3.5mm Analog, Audio Out x 1

Miracast P2P: 802.11ac 
Dual-Band, Infrastructure: 
802.11a/b/g/n Dual-Band

Power Input: 5V/2A  
Consumption: Less than 5W

6.61 x 6.61 x 1.36 inch  
(168.0 x 168.0 x 34.5 mm)

Wi-Fi Miracast Standard

MODELS

CBSB960

Compatibility • Supports native Windows 
10 phones, tablets, and 

laptops
with wireless display or 
Continuum functionality

• Supports Wi-Fi Miracast™ 
Certified smartphones and 

tablets
• Supports Intel® WiDi 
4+ Ultrabooks, laptops, 

smartphones and tablets
• Supports dual band 2.4GHz 

and 5GHz
• Device requires Internet 
access to stream online 

content
• Not compatible with Apple 

devices

Miracast P2P wireless display 
requires certified device with 

either:
• Windows 10 build 1607 (and 

later)
•  Android 4.2 (and later)

Wireless display over 
network requires device with 

either:
• Windows 10 build 1709 (and 

later)
• Windows 7 (and later)
• macOS 10 (and later)

•  iOS 11 (and later)

HDCP 2.x for HDMI

H.264 compression. Supports 
up to full 1080p30 resolution

HDMI Out x 1, VGA Out x 1, VGA 
Out x 1, 3.5mm Analog Audio Out, 

2 x USB 2.0 A, 1 x USB 3.0 A

Miracast and Local Wi-Fi Mode: 
802.11ac dual-band 3x3 MIMO
Network Bridge: 802.11ac dual-

band 2x2 MIMO

Power Input: 12VDC, 3A  
Consumption: 8.4W

8.66 x 5.66 x 1.99 inch  
(220 x 144 x 50.5 mm)

Wi-Fi Miracast Standard

CBSB1100

Miracast P2P wireless display 
requires certified device with 

either:
• Windows 10 build 1607 (and 

later) or Windows 8.1
• Android 4.2 (and later)

Wireless display over 
network requires device with 

either:
• Windows 10 build 1709 (and 

later)
•  Windows 7 (and later)

• macOS 10.10 (and later)
•  iOS 11 (and later)

HDCP 2.x for HDMI

H.264 compression. Supports up 
to 4K60 (HDMI), 4K30 (Windows 10 

Miracast) resolution

ScreenBeam Mini2 ScreenBeam 360 ScreenBeam 1100


